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Note:    a)  No additional answer sheets will be provided.

          

b)  All sub-parts of a question must be answered at one place only, otherwise it will not be valued.

          

c)  Missing data can be assumed suitably.








Part - A 



Max.Marks:25
Answer all QUESTIONS.
	1.
	Draw the circuit diagram of three MOSFET voltage divider to provide two reference voltages.
	[3M]

	2.
	Write the advantages of negative feedback in amplifiers. 

	[3M]

	3.
	Draw the circuit diagram of Source Follower using active p-MOS transistor as load.
	[3M]

	4.
	Write the advantages of negative feedback in amplifiers
	[3M]

	5.
	Define the terms : Common Mode Range and  Common Mode Rejection Ratio
	[3M]

	6.
	Draw the simplified schematic of n-channel source cross coupled Differential Amplifier.
	[2M]

	7.
	Design a MOSFET – MOSFET voltage divider, so that the reference voltage is 2 volts, and the current through each MOSFET is 10 µA.
	[2M]

	8..
	Draw the circuit diagram of Source Follower using active p-MOS transistor as load.
	[2M]

	9.
	Discuss typical errors associated with sample and hold circuit.
	[2M]

	10.
	Draw the circuit diagram of feedback amplifier which uses Voltage-Series topology and justify in your own words.

	[2M]









Part – B


   
 Max.Marks:50
ANSWER ANY FIVE QUESTIONS. EACH QUESTION CARRIES 10 MARKS.
	11.
	a)
	Mention the advantages of Band gap Voltage referenced biasing over other referenced biasing schemes.
	[5M]

	
	b)
	Explain the principle of Band gap voltage reference to implement zero temperature coefficient of output reference voltage.
	[5M]

	
	
	
	

	12.
	a)
	Find the effect of negative feedback on input and output impedance’s of voltage amplifier.
	[5M]

	
	b)
	An amplifier is characterized as
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It is connected in a feedback loop with a variable β. Determine the variable β for which the low frequency roll off is 50 rad/sec. What is the value of closed loop gain at this point?
	[5M]

	
	
	
	

	13.
	a)
	Find the effect of negative feedback on input and output impedance’s of voltage amplifier
	[5M]

	
	b)
	An amplifier is characterized as 
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It is connected in a feedback loop with a variable β. Determine the variable β for which the low frequency roll off is 50 rad/sec. What is the value of closed loop gain at this point?
	[5M]

	
	
	
	

	14.
	a)
	Draw the diagram of basic Operational Transconductance Amplifier and find its Transconductance.
	[5M]

	
	b)
	Realize Low Pass Filter using Operational Transconductance Amplifier and also find the transfer function.
	[5M]

	
	
	
	

	15.
	a)
	Explain how the comparator is characterized by DC performance and transient
response.
	[5M]

	
	b)
	Design a switch capacitor filter with the transfer function, which has a pole at 500 Hz and a zero at 5 kHz. The low frequency gain of the circuit is 20 dB. Use a lossy integrator.
	[5M]

	
	
	
	

	16.
	
	Explain the following circuits :
	

	
	a)
	The Pipeline ADC
	[5M]

	
	b)
	Charge Scaling DAC
	[5M]

	
	
	
	

	17.
	a)
	Explain the operation of Pipeline ADC and also mention its advantages.  
	[5M]

	
	b)
	Determine the number of quantization levels needed if one wanted to make a digital 

thermometer that was capable of measuring temperatures to with in 0.1oC accuracy over a range from – 50oC to 150oC. What resolution of ADC would be required?


	[5M]
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